TTE/WN
TTE/W-RR

Guarnizioni per PISTONE
PISTON seals

TECNSLAN

Versione standard Standard version

TTE/W Poliuretano Tecnolan+POM TTE/W Polyurethane Tecnolan+POM

TTE/W-RR  Poliuretano Tecnolan+POM+ TTE/W-RR  Polyurethane Tecnolan+POM+
anello Snap Ring POM FPOM Snap Ring

Versioni Alternative Alternative Versions

Poliuretano Basse Temperature+POM Low Temperature Polyurethane+POM

Pressione finoa /Pressure up to

50 MPa
Velocita fino a /Speed up to
0.5m/s
Temperatura / Temperature
-35°C +100°C -50°C +110°C PN 527
Applicazioni Applications
Cilindri ldraulici Hydraulic Cylinders
a;mnde ldrauliche Tail Lifts
acchine movimento terra Earthmoving Machinery

- 188 Per applicazioni speciali, Vi preghiamo contattarci.
- Far special applications, Please contact us.
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MAXIMUM ALLOWABLE ROUGHNESS IF NOT INDICATED

Piston Seal design guidelines
< d < 100mm d = 100mm
r remove sharp edges:r < 0.3mm
A 1mm 2 mm 3mm Imm<As<5mm

DIMENSIONI SEDI / Housing dimensions

o |« | u [ £ ] s
TTE/W 2001  32-20-8-W 3200 2000 900 2850 635
TTE/W 2001/1  32-20-9-W 3200 2000 1000 2850 635
TTE/W 2002 35-22-9-W 3500 2200 1000 3140 635
TTE/W2003  40-25-85-W 40,00 2500 950 3540 635
TTE/W2004  40-26-85W 4000 2600 950 3540 635
TTE/W 2004/2 40-30-7-W 4000 3000 800 3540 635
TTE/W2004/1 40-30-85W 4000 30,00 950 3540 6,35
TTE/W 2005  45-30-9-W 4500 3000 1000 4040 635
TTE/W2006  45-35-85W 4500 3500 950 4040 635
TTE/W 2007  50-30-13,5 5000 30,00 1450 44,30 635
TTE/W 2008 50-35-10-W 5000 3500 11,00 4535 635
TTE/W 2009 50-40-10-W 5000 40,00 11,00 4540 635
TTE/W 2010 55-40-10-W 5500 40,00 11,00 5035 635

TTE/W 2011 60-40-13,5-W1 60,00 40,00 14,50 54,20 6,39
TTE/W 2012 60-40-13,5-W 60,00 40,00 14,30 55,40 6,35

TTE/W 2013 60-45-10/W 60,00 45,00 11,00 54,20 6,30
TTE/W 2013/1 60-45-10-W1 60,00 45,00 11,00 55,40 6,35
TTE/W 2014  63-45-10-W 63,00 45,00 11,00 58,40 6,39
TTE/W 2015  65-50-10-W 65,00 50,00 11,00 60,40 6,39

190 Per dimensioni diverse da quelle elencate, Vi preghiamo contattarci,
For dimensions not listed, Please contact us.
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DIMENSIONI SEDI f Housing dimensions

T T N
TTE/W 2016 70-50-135W 7000 5000 1450 6420 6,35
TTE/W 2017 80-60-12-W 80,00 60,00 1300 7415 _ 635
TTE/W 2018 80-60-135-W1 80,00 6000 1450 7415 6,35
TTE/W 2019 90-70-12-W 9000 70,00 1300 8415 _ 635
TTE/W2020  90-70-135-W1 90,00 7000 1450 8415 6,35
TTE/W2021  100-80-135W __ 100,00 8000 1450 _ 9315 6,35
TTE/W 2022 100-80-135-W1_ 100,00 8000 1450 9415 6,35
TTIE/W2023  110-95-12W___ 110,00 _ 9500 _ 13,00 10310 6,35
TTE/W 2024 120-100-135-W_ 120,00 10000 1450 11310 635
TTE/W 2024/1 120-100-125-W1 120,00 100,00 1350 114,10 6,35
TTE/W 2024/2_ 120-100-135-W2_ 120,00 10000 1450 11310 635
TTE/W 2024/5 125-105-115 12500 10500 12,50 11910 6,35
TTE/W2024/6 130-110-12 130,00 110,00 13,00 124,10 6,35
TTE/W 2024/3_ 140-120-135-W_ 140,00 12000 _ 1450 134,10 __ 635
TTE/W 2024/4 140-120-12 140,00 12000 13,00 13410 6,35
TTE/W 2025 150-130-125-W_ 150,00 13000 1350 146,10 635
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