O GEMELS

HYDRAULIC VALVES

3-WAY HIGH PRESSURE

BALL VALVES

Edition. 21.0

@ Carbon Steel STANDARD COMPOSITION OF VALVE

» Type: ball valve 3 way
 Sizes: from DNé6 up to DN25
» Ends: BSP-NPT-SAE-DIN

» Pressure: up to PN500

» Temp range: from -20°C

to +100°C 3 2
@ Stainless Steel ]

« Type: ball valve 3 way r’rt'::::‘f:mez only
» Sizes: from DN6 up to DN25 fron center port 1
« Ends: BSP-NPT-SAE-DIN
* Pressure: up to PN500 203 %
» Temp range: from -30°C L

e e -1/

0° 90°

Carbon Steel Stainless Steel

POS DESCRIPTION Q1Y MATERIAL

1 Body 1 1,0737 1,4404

2 Adapter 2 1,0737 1,4404

3 Ball 1 1,0737 1,4404

4 Stem 1 1,0737 1,4404

5 Ball seat 2 POM POM

6 Handle 1 ZINC ZINC

7 Washer 1 1,0116 1,4301

8 Washer 1 1,0116 1,4301

9 Stem ring 1 POM POM

10 Pin 1 1,0737 1,4301

" Seeger 1 1,4301 1,4301
12 Adapter o-ring 2 NBR NBR

13 Stem o-ring 1 NBR NBR

14 Screw 1 Din 6921 8.8 Din 6921 A2
15 Caps 3 PVC PVC
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CODE DESCRIPTION STRUCTURE

Type and way of valve
GE3 3-way
Ends
GASDIN/ NPTANSI SAE DIN 2353  DIN 2353
1S0 228 /ASME J1926-1  HEAVY LIGHT
BSP B1.20.1 SERIES SERIES
G1/4 N1/4 SAE4 8S 6L
G3/8 N 3/8 SAE6 105 8L
G1/2 N1/2 SAE8 125 10L
G 3/4 N 3/4 SAE12 145 12L
G1 N1 SAE16 16S 15L
G11/4R N11/4R  SAE20R 20S 18L
G11/2R  N11/2R  SAE24R 255 221

30S 28L

38S 35L

421
Size
from DNé6 to DN25
Body Material
®1=1,0737
@ 4=14404
Adapter material
®1-=10737
@ 4=14404
Stem material
®1=10737 4=14404 *On request
© 4 =14404 « Reduced bore
. * Special threads
Ball Material « Pressure class up to PN40 MPa
®1=10737 4=14404" « Pneumatic and electrical actuator
@ 4=14404 * Security block
« Locking device
Seat material « Fixing holes for SS valves
A=POM D=PEEK* G=PA412* K=GEMPTFE* C=PTFE"
For further special requests please consult

Seal material our technical/commercial service.

B =NBR E=FKM* F=EPDM" L=MVQ*
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GE3 DIN/ISO 228 BSP
Carbon Steel [Stainless Steel
ree [on] en | als]clole]r[o o] n] i [auloc|w]x|swlow|weonr

MP. 50

GE3G1/4 6 a ,mm % 145 71 424 1149 30 485 110 &7 G1/4 525 45 34 9 6 kg 0536 GE3GGT14011A000 | GE3GGT14044A000
Psi 7250 inch 1,38 057 280 1,67 043 193 118 191 433 343 021 018 134 035 024|lb 118
MP. 50 10 |k 9

GE3G 3/8 T ,mm 60 174 73 444 11 5425 35 545 110 93 G3/8 525 &5 34 9 0 go’“esacsmmuoon GE3GGT24044A000
Psi 7250 inch 157 069 287 175 0,43 214 138 215 433 3,66 021 018 134 035 039|lb 153
MPa 50 mm 43 197 83 484 11 57 37 585 110 97 525 b 36 9 13 |kg 0,825

GE3G1/2 13 . G1/2 GE3GGT33011A000|GE3GGT33044A000
Psi 7250 inch 169 078 327 191 043 224 146 230 4733 3,82 021 020 142 035 051|lb 182
MPa 42 | 40 1420 |kg 1,

GE3GI4 |20 | _mm ST 254 95 625 14755 49 75 180 105 G3/4 625 6 50 0 kg 1583 GE3GGT44011A000|GE3GGT43044A000
Psi 6090|5800 | inch 2,24 1,00 3,74 246 055 297 193 295 7,09 413 025 024 197 055 079|lb 349
MPa 42 | 35 |mm 65 295 112 665 14 835 55 89 180 113 625 6 50 14 25 |kg 2421

GE3G1 25 . G1 GE3GGT53011A000|GE3GGT53044A000
Psi 6090|5075 |inch 2,56 1,16 441 262 055 3,29 217 350 7,09 4,45 025 024 197 055 098|lb 534
MP.

GE3G11/4R| 25 a 35 .mm 65 295 120 665 14 835 55 89 180 113 G1 625 6 50 14 25 |kg 2,601 GE3GGRS3011A000 R eI
Psi 5075 inch 256 1,16 472 262 055 329 217 350 7,09 445 1/4 025 024 1,97 055 098 |lb 573
MP.

6E3611/2R| 25 a 35 .mm 65 295 124 665 14 835 55 89 180 113 G1 625 6 50 14 25 |kg 2,756 GE3GGR73011A000 R T e eI
Psi 5075 inch 256 1,16 488 262 055 329 217 350 7,09 445 1/2 025 024 1,97 055 098 |lb 6,08

[1Size only for carbon steel valves with fixing holes included. ,. D

The company reserves the right to operate dimensional changes without prior notice.
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GE3 ANSI/ASME B1.20.1 NPT
Carbon Steel |Stainless Steel

rvee Jon| v | e ]clol e r]olor] h] ook |w x| swlow|weoHr
MPa 50 mm 35 145 71 424 11 49 30 485 110 87 525 45 34 9 6 |kg 0536

GE3N 1/4 6 . N 1/4 GE3NNT14011A000 GE3NNT14044A000
Psi 7250 |inch 1,38 057 280 167 043 193 118 191 433 3,43 021 0,18 1,34 035 024|lb 1,18
MP 50

GEIN3/8 10 |MP2 .mm 40 174 73 444 11 5425 35 545 110 93 N 38 525 45 34 9 10 |kg 0,695 GEINNT26011A000 R
Psi 7250 |inch 157 0,69 287 175 043 214 138 215 4,33 3,66 021 0,18 1,34 0,35 039 |lb 153
MPa 50 mm 43 197 83 484 11 57 37 585 110 97 526 5 36 9 13 |kg 0825

GE3N1/2 13 . N1/2 GE3NNT33011A000 [GE3NNT33044A000
Psi 7250 |inch 1,69 078 327 191 043 224 146 230 4,33 3,82 021 020 1,42 035 051|lb 182
MPa 42 | 40

GEIN3/4 | 20| ,mm o7 254 95 615 14 755 49 75 180 109 N 3/4 625 6 50 14 20 kg 1583 GE3NNT44011A000|GE3NNT43044A000
Psi 6090|5800|inch 2,24 1,00 374 246 055 297 193 295 7,09 413 0,25 024 1,97 055 0,79 |lb 349
MPa 42 | 35 |mm 65 295 112 665 14 835 55 89 180 113 625 6 50 14 25 |kg 2421

GE3N1 25 . N1 GE3NNT53011A000 [GE3NNT53044A000
Psi 6090|5075|inch 2,56 116 441 262 055 329 217 350 7,09 445 025 024 1,97 055 098 |lb 534
MP 35

GE3N11/4R| 25 MP mm 65 295 120 665 14 835 55 89 180 113 N1 625 6 50 14 25 |kg 2,601 GEINNRe3011A000 R
Psi 5075 |inch 256 116 472 262 055 329 217 350 7,09 445 1/4 025 024 197 055 098 |lb 573

GE3N11/2R| 25 MPa 35 mm 65 295 124 665 14 835 55 89 180 113 N1 625 6 50 14 25 |kg 2756 GEINNRI3011A000 A
Psi 5075 |inch 256 116 4,88 262 055 329 217 350 7,09 445 1/2 025 024 197 055 098 |lb 6,08

[ISize only for carbon steel valves with fixing holes included. ,' D

=

L

GE3 SAE J1926-1
Carbon Steel |Stainless Steel
e Jon] | Al clolelFlolor] Al | aulocw]x|swlow] weohr

MP

GE3 SAEA o |MPa 50 mm 35 145 71 424 11 49 30 485 110 87 7/16 525 45 34 9 6 |kg 0512 T
Psi 7250 |inch 1,38 0,57 2,80 1,67 043 193 118 191 433 343 UNF 021 018 134 035 024 |lb 113
MPa 50 mm 40 175 73 448 11 5425 35 545 110 93 9/16 525 45 34 9 10 |kg 0695

GE3 SAE6 10 GE3EEE14011A000 | GE3EEE14044A000
Psi 7250 |inch 157 0,69 287 176 043 214 138 215 433 366 UNF 021 018 134 035 039|lb 153
MP

ce3sas | 13 |MP 50 mm 43 197 83 484 11 67 37 585 110 97 374 526 5 36 9 13 |kg 0825 GEEEE230114000 R
Psi 7250 |inch 1,69 078 327 191 043 224 146 230 433 382 UNF 021 020 142 035 051 |lb 182
MPa 42 | 40 \mm 57 254 95 625 14 755 49 75 180 105 11/16 626 & 50 14 20 |kg 1583

GE3SAE12 | 20 GE3EEE34011A000 | GE3EEE34044A000
Psi 6090|5800 inch 224 1,00 374 246 055 297 193 295 709 413 UNF 025 024 197 055 079 lb 349
MPa 42 | 35

cE3sacts | 25 |MP mm 65 294 112 665 14 835 55 89 180 113 15/16 625 6 50 14 25 |kg 2421 GEIEEES3011A000 E R
Psi 6090|5075| inch 2,56 1,16 441 2,62 055 329 217 350 7,09 445 UNF 025 024 197 055 098|lb 534
MPa 35 mm 65 294 120 665 14 835 55 89 180 113 15/8 625 6 50 14 25 |kg 2601

GE3 SAE20R | 25 . GE3EEE53011A000 | GE3EEE53044A000
Psi 5075 |inch 256 1,16 472 2,62 055 329 217 350 709 445 UNF 025 024 197 055 098|lb 573

GE3SAE24R | 25 |MP2 35 mm 65 294 124 665 14 835 55 89 180 113 17/8 625 6 50 14 25 |kg 2756 GESEEES3011A000 EE e T
Psi 5075 |inch 256 1,16 488 262 055 329 217 350 7,09 445 UNF 025 024 197 055 098 lb 6,08

[ISize only for carbon steel valves with fixing holes included. .. D

The company reserves the right to operate dimensional changes without prior notice.
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GE3 DIN 2353 HEAVY SERIES
Carbon Steel |Stainless Steel
ree [on] en | alslclo]e]F o or| ]| ov [ak[w | x [swlouwforal weicht

MP 50

GE3 85 6 2 mm_35 145 76 424 11 49 30 485 110 87 M16x1,5 525 45 34 9 & 8 kg 053 GE3DDS04011A000 | GE3DDS04044A000
Psi 7250 inch 1,38 0,57 2,99 1,67 043 193 1,18 191 433 343 021 018 134 035 0,16 0,31 lb 117
MP

GE3 105 ¢ a 50 .mm 35 145 76 424 11 49 30 485 110 87 MI18x1 5 525 45 34 9 6 10 | kg 0532 GE3DDS14011A000 EE T
Psi 7250 inch 1,38 0,57 2,99 1,67 043 1,93 1,18 1,91 433 343 0,21 018 134 0,35 0,24 0,39 1b 117
MP

GE3 125 8 a 50 .mm 35 145 76 424 11 49 30 485 110 87 M20x1 5 525 45 34 9 8 12 |kg 0,535 GE3DDRS4011A000 R RN
Psi 7250 inch 1,38 0,57 2,99 1,67 043 193 1,18 191 433 343 021 018 134 0,35 031 0,471b 118
MP 50

6E3125 10 |MPe .mm 40 174 76 4b4 11 5425 35 545 110 93 M20x1 5 525 45 34 9 10 12 |kg 0,633 GE3DDS24011A000|GE3DDS24044A000
Psi 7250 inch 157 0,69 2,99 1,75 043 2,14 1,38 2,15 4,33 3,66 0,21 018 1,34 0,35 0,39 0,47]1b 140
MPa 50 mm 40 174 825 444 11 5425 35 545 110 93 525 45 34 9 10 14 |kg 0,665

GE3 145 10 . M22x1,5 GE3DDS34011A000|GE3DDS34044A000
Psi 7250 inch 157 0,69 325 1,75 0,43 2,14 1,38 2,15 4,33 3,66 021 018 134 0,35 039 0,55]1b 147
MP 50

GE3 165 13 _mm i3 9.7 B9 484 115737 59 110 57 M24x1,5 525 5 36 9 13 16 kg 0722 GE3DDS43011A000|GE3DDS43044A000
Psi 7250 |inch 1,69 0,78 350 1,91 043 2,24 146 232 4,33 382 0,21 0,20 1,42 0,35 0,51 0,63| b 159
MP

GE3 205 3 a 50 .mm 43 197 93 484 11 57 37 59 110 97 M30x2 526 5 36 9 13 20 |kg 0861 GE3DDS530114000 CECHEE TRl
Psi 7250 inch 1,69 0,78 3,66 1,91 0,43 224 1,46 232 433 3,82 0,21 0,20 142 0,35 051 0,79/ 1b 190
MP

6E3 255 20 |MP2 35 | 40 .mm 57 254 111 625 14 755 49 75 180 105 M3602 625 6 50 14 20 25 |kg 1,639 GE3DDS64011A000 |GE3DDSA30446A000
Psi 5075|5800 |inch 2,24 1,00 4,37 2,46 055 2,97 193 295 7,09 4,13 0,25 0,24 197 0,55 0,79 098] lb 361
MPa 35 mm 65 295 121 665 14 835 55 89 180 113 625 6 50 14 25 30 |kg 2,361

GE3 305 25 M42x2 GE3DDS73011A000|GE3DDS73044A000
Psi 5075 inch 256 1,16 4,76 2,62 055 3,29 2,17 350 7,09 4,45 0,25 024 197 055 098 1,18]1b 521

GE3 385 2 MPa 35 .mm 65 295 131 665 14 835 55 89 180 113 M52x2 625 6 50 14 25 38 |kg 2,655 GE3DDS830114000 CECRECN Il
Psi 5075 inch 256 1,16 5,16 2,62 055 3,29 2,17 350 7,09 4,45 0,25 0,24 197 055 098 150] b 585

[size only for carbon steel valves with fixing holes included.

The company reserves the right to operate dimensional changes without prior notice.

FIXING HOLES
INCLUDED
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GE3 DIN 2353 LIGHT SERIES
Carbon Steel |Stainless Steel

[ rvee [on] | Ale]clol el F]olor]Hl 1] ou lak|w x| swloowlaral weioht
MPa 50 mm 35 145 76 424 11 49 30 485 110 87 525 45 34 9 6 6 |kg 053

GE3 6L [ M12x1,5 GE3DDL04011A000 | GE3DDL04044A000
Psi 7250 |inch 1,38 0,57 2,99 1,67 0,43 193 118 1,91 433 343 0,21 0,18 1,34 0,35 0,24 024|1lb 117
MP. 50

GE3 8L 6 a mm 35 145 76 424 11 49 30 485 110 87 M14x1 5 525 45 34 9 6 8 |kg 0532 GEIDDL14011A000 T R
Psi 7250 |inch 1,38 0,57 2,99 1,67 0,43 193 1,18 1,91 4,33 343 0,21 0,18 1,34 0,35 0,24 0,31 lb 117
MPa 50 mm 35 145 76 424 11 49 30 485 110 87 525 45 34 9 6 10 |kg 0535

GE3 10L 6 . M16x1,5 GE3DDRL4011A000 GE3DDRL4044A000
Psi 7250 |inch 1,38 0,57 2,99 1,67 0,43 193 1,18 1,91 433 343 021 0,18 1,34 0,35 0,24 0,39/ b 1,18
MP. 50

GE3 10L 10 a lmm 40 17,4 765 444 11 5425 35 bH45 110 93 M16x1 5 525 45 34 9 10 10 |kg 0,633 GEIDDL24011A000 R
Psi 7250 |inch 1,57 0,69 3,01 1,75 0,43 2,14 1,38 2,15 4,33 3,66 0,21 0,18 1,34 0,35 0,39 0,39| b 1,40
MPa 50 mm 40 17,4 795 444 11 5425 35 545 110 93 525 45 34 9 10 12 |kg 0,665

GE3 12L 10 . M18x1,5 GE3DDL34011A000|GE3DDL34044A000
Psi 7250 |inch 1,57 0,69 3,13 1,75 0,43 2,14 1,38 2,15 4,33 3,66 0,21 0,18 1,34 0,35 0,39 0,47| b 147
MP. 50

GE3 15L 13 ,mm 43 197 87 484 11 57 37 %9 110 97 M22x1,5 525 5 36 9 13 15 kg 0722 GE3DDL43011A000 | GE3DDL43044A000
Psi 7250 |inch 1,69 0,78 3,43 1,91 0,43 2,24 146 2,32 4,33 382 0,21 0,20 1,42 0,35 0,51 059| b 159
MPa 50 mm 43 197 87 484 11 57 37 59 110 97 525 5 36 9 13 18 |kg 0,861

GE3 18L 13 . M26x1,5 GE3DDL53011A000|GE3DDL53044A000
Psi 7250 |inch 1,69 0,78 3,43 1,91 0,43 224 146 2,32 4,33 382 0,21 0,20 1,42 0,35 0,51 0,71 b 190
MPa 35 | 40

6E322L 2 a lmm 57 254 110 625 14 755 49 75 180 105 M30x2 625 6 50 14 20 22 |kg 1,639 GEIDDL64011AD00 R
Psi 5075|5800 | inch 2,24 1,00 4,33 2,46 0,55 297 1,93 2,95 7,09 4,13 0,25 0,24 1,97 0,55 0,79 087| b 3,61
MPa 35 mm 65 295 117 665 14 835 55 89 180 113 625 6 50 14 25 28 |kg 2,361

GE3 28L 25 . M36x2 GE3DDL73011A000|GE3DDL73044A000
Psi 5075 |inch 2,56 1,16 4,61 2,62 0,55 329 2,17 3,50 7,09 445 0,25 0,24 1,97 0,55 0,98 1,10| b 521
MP. 35

6E3 35L 2 a lmm 65 295 119 665 14 835 55 89 180 113 MA5x2 625 6 50 14 25 35 |kg 2,361 GEIDDL83011AD00 R
Psi 5075 |inch 2,56 1,16 4,69 2,62 0,55 329 2,17 3,50 7,09 445 0,25 0,24 1,97 0,55 0,98 1,38| b 521

GE3 4L . MPa 35 lmm 65 295 119 665 14 835 55 89 180 113 M52x2 625 6 50 14 25 42 |kg 2,456 GEIDDLI3011A000 R
Psi 5075 |inch 2,56 1,16 4,69 2,62 0,55 329 2,17 3,50 7,09 445 0,25 0,24 1,97 0,55 0,98 1,65|lb 541

. e . FIXING HOLES
[]size only for carbon steel valves with fixing holes included.

The company reserves the right to operate dimensional changes without prior notice.
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GE3 DIN/ISO 228 BSP
Assembling threads per 1S05211 Carbon Steel |Stainless Steel
v [on] A LB e 10 | € LE e o] nt Joulas) o loclw L Jsman] sl wecer SO
GE3G MPa 50 |mm 35 145 71 424 11 49 30 485 110 87 G 35 525 45 34 9 6 |kg 0,53
6 , M F03 GE3GGT14011AF50| GE3GGT14044AF50
1/4 Psi 7250 |inch 1,38 057 2,80 147 0,43 193 1,18 191 433 343 1/4 1,38 0,21 0,181,34 035 024|1b 118
GE3G MPa 50 |mm 40 174 73 4h4 11 5425 35 545 110 93 G 36 525 45 34 910 |kg 0,695
0] , M5 F03 GE3GGT24011AF50| GE3GGT24044AF50
38 Psi 7250 |inch 1,57 069 2,87 175 0,43 214 1,38 2,15 4,33 366 3/8 ' 1,42 0,210,181,34 035 039|1b 153
GE3G MPa 50 |mm 43 197 83 484 11 57 37 585 110 97 G 36 525 5 36 9 13 |kg 0,825
13 . M5 F03 GE3GGT33011AF50| GE3GGT33044AF50
12 Psi 7250 |inch 1,69 078 3.27 191 0,43 224 1,46 230 4,33 382 172 " 142 0,21 020 1,62 035 051|1b 182
CE3G MPa 42 |40 |mm 57 254 95 625 14 755 49 75 180 105 G 50 6,25 6 50 14 20 |kg 1,583
20| . Mé FO5 GE3GGTA44011AF50| GE3GGTA3044AF50
34 Psi 6090(5800]inch 2,24 1,00 3,74 246 055 2,97 1,93 2.95 7,09 4,13 3/4 "~ 197 0,250,224 197 055 079|1b 349
MPa 42 |35 |mm 65 295 112 665 14 835 55 89 180 113 50 625 6 50 14 25 |kg 2,421
GE3G1| 25 , G1 Mé F05 GE3GGT53011AF50| GE3GGT53044AF50
Psi 6090[5075| inch 2,56 116 4,41 262 0,55 329 2,17 350 7,09 445 197 0,25 0,24 197 055 098] b 534
MPa 35 295 120 665 14 83, 9 180 11 P) 14 25 |kg 2,601
GE3G1 g |™2 mm 65 29.5 120 665 14 835 55 89 180 113 61~ 50 625 & S0 .0 5 K0 0T o oR63011AFS0| GEIGOR63044AFS
/4R Psi 5075 |inch 256 1,16 4,72 262 055 329 2,17 350 7,09 445 1/4 ~ 197 0,250,24 197 055 098|1b 573
MPa 35
GE3G 1|, [WPa mm 65 295 124 665 14 835 55 89 180 113 61\ 50 825 6 50 Lo 14 25 |kg 2756| e
12R Psi 5075 |inch 2,56 116 4,88 262 0,55 329 217 350 7,09 445 1/2 "~ 1,97 0,25024 1,97 055 098|1b 6,08

. e . FIXING HOLES
[1Size only for carbon steel valves with fixing holes included.

m The company reserves the right to operate dimensional changes without prior notice.
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GE3 ANSI/ASME B1.20.1 NPT

Assembling threads per 1S05211 Carbon Steel |Stainless Steel
Crvee Jon| en | ale]c|ole || o]or] Al [ow]os|or|ok| W | x isosaii] sw louw weiokt!
MPa 50 |mm 35 145 71 424 11 49 30 485110 87 N 35 525 45 34 9 6 |kg 0536
GE3N1/4 | 6 . M4 F03 GE3NNT14011AF50 | GE3NNT14044AF50
Psi 7250 |inch 1,38 0,57 2,80 1,67 0,43 1,93 1,18 1,91 4,33 3,43 1/4 1,38 0,21 0,18 1,34 0,35 0,24|lb 1,18
MP. 50
cEanas | 10 NP2 mm 40 17,4 73 44,4 11 543 35 545110 93 N M5 36 525 45 34 F03 9 10 |kg 0,695 eEannT25011AF50 TP R
Psi 7250 |inch 1,57 0,69 2,87 1,75 0,43 2,14 1,38 2,15 4,33 3,66 3/8 142021 0,18 1,34 035 0,39l 1,53
MP
GEIN1/2 |13 | - %0 _mm 43 19.7 83 484 11 57 37 585110 97 N M5 36 523 3 36 F03 713 lkg 0829 GE3NNT33011AF50 | GE3NNT33044AF50
Psi 7250 |inch 1,69 0,78 3,27 1,91 0,43 2,24 1,46 2,30 4,33 3,82 1/2 1,42 0,21 0,20 1,42 0,35 051|lb 1,82
MPa 42 | 40
GEIN3/4 | 20 P2 mm 57 254 95 62,5 14 755 49 75 180 105 N M 50 625 6 50 FO5 14 20 |kg 1,583 GEINNT 44011AF50 IR e
Psi 6090|5800 |inch 2,24 1,00 3,74 2,46 0,55 2,97 1,93 2,95 7,09 4,13 3/4 1,97 0,25 0,24 197 055 0,79 |lb 3,49
MPa 42 | 35 |mm 65 29,5112 66,5 14 83,5 55 89 180 113 50 625 6 50 14 25 |kg 2,421
GE3N1 25 . N1 Mé F05 GE3NNT53011AF50 | GE3NNT53044AF50
Psi 6090|5075 |inch 2,56 1,16 4,41 2,62 0,55 3,29 2,17 3,50 7,09 4,45 1,97 0,25 0,24 197 0,55 098|lb 534
GE3N 1 2% MPa 35 mm 65 29,5120 665 14 835 55 89 180 113 N1 Mo 50 625 6 50 FO5 14 25 |kg 2,601 GEINNRS3011AE50 R T
1/4R Psi 5075 |inch 2,56 1,16 4,72 2,62 0,55 3,29 2,17 3,50 7,09 4,45 1/4 1,97 0,25 0,24 197 055 098|lb 573
GE3N 1 % MPa 35 mm 65 29,5124 665 14 835 55 89 180 113 N1 M 50 625 6 50 FO5 14 25 |kg 2,756 GEINNRI3011AE50 R T
1/2R Psi 5075 |inch 2,56 1,16 4,88 2,62 0,55 3,29 2,17 3,50 7,09 4,45 1/2 1,97 0,25 0,24 197 055 098|lb 6,08

. e . FIXING HOLES
[size only for carbon steel valves with fixing holes included.
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GE3 SAE J1926-1

Assembling threads per 1S05211 Carbon Steel |Stainless Steel

[ rvee Jos] ey | ale[clolelr]oe1] | ] aw]os[or[oxlw [x [soszri]swlowlwerohr]
MP.

ceasas | o M2 50 |mm 35 145 71 424 11 49 30 485110 87 7/16 Vi 35 525 45 34 F03 9 6 |kg 0512 GE3EEED4011AFS0 | GE3EEED4044AFS0
Psi 7250 |inch 1,38 0,57 2,80 1,67 0,43 1,93 1,18 1,91 4,33 3,43 UNF 1,38 0,21 0,18 1,34 0,35 0,24{lb 1,13
MPa 50

cE3sags | 10 MP? mm 40 175 73 448 11 543 35 545110 93 9/14 M 35 525 45 34 F03 9 10 |kg 0,695 GE3EEE14011AF50 | GE3EEE14044AF50
Psi 7250 |inch 1,57 0,69 2,87 1,76 0,43 2,14 1,38 2,15 4,33 3,66 UNF 1,38 0,21 0,18 1,34 035 039|lb 153
MPa 50

GE3SAES |13 | - mm 43 197 83 L84 11 57 37 885110 97 3/4 M5 35 BB F03 713 ko 0829 GE3EEE23011AF50 | GE3EEE23044AF50
Psi 7250 |inch 1,690,78 3,27 1,91 0,43 2,24 1,46 2,30 4,33 3,82 UNF 1,42 0,21 0,20 1,42 035 051|lb 182
MPa 42 | 40

GE3SAE12 | 20| . - ,mm 57 254 95 625 14 755 49 75 180 105 11/16 M5 oz 6 5 F03 14 20 kg 1583 GE3EEE34011AF50 | GE3EEE34044AF50
Psi 6090|5800 inch 2,24 1,00 3,74 2,46 0,55 2,97 1,93 2,95 7,09 4,13 UNF 142 0,25 0,24 1,97 055 0,79|lb 3,49
MPa 42 | 35

GE3SAE16 | 25| - _mm 62 Za iz eos 1t 835 58 B8 (80T 1 5/14 M6 50 6250 or Sl F05 14 25 lkg 2421 GE3EEE43011AF50 | GE3EEEA43044AF50
Psi 6090|5075|inch 2,56 1,16 4,41 2,62 0,55 3,29 2,17 350 7,09 4,45 UNF 1,97 0,25 0,24 1,97 0,55 0,98|lb 534
MPa 35

GE3 SAE20R| 25| - ,mm 66 254 120 665 1} 835 55 &9 180 113 15/8 M6 625 6 9 F05 1425 lkg 2601 GE3EEE53011AF50 | GE3EEE53044AF50
Psi 5075 |inch 2,56 1,16 4,72 2,62 0,55 3,29 2,17 350 7,09 4,45 UNF 197 0,25 0,24 1,97 055 098|lb 573

cE3saE2a | 25 1P 35 mm 65 294 124 665 14 835 55 89 180 113 17/8 Me 50 625 6 50 F05 1425 |kq 2,756 GE3EEES3011AF50 | GE3EEE3044AF50
Psi 5075 |inch 2,56 1,16 4,88 2,62 0,55 3,29 2,17 3,50 7,09 4,45 UNF 1,97 0,25 0,24 1,97 055 098|lb 6,08

. e . FIXING HOLES
[size only for carbon steel valves with fixing holes included.

The company reserves the right to operate dimensional changes without prior notice.



